


























































How to Operate 

Priority Scan 
If you want to monitor the other frequency and check the certain preferred frequency at the same time, 

you can set priority scan function. 

E.g.: Scan six channels: Set CH1, CH2, CH3, CH4 and CH5 as the common scanned channels, and CH6 

as the priority scanned channel. then the scanning order is as followings: 
rCH1-CH6-CH2 - CH6- CH3- CH6-CH4-CHG-CH5- CH6] 

When this transceiver detects signal on the priority channel during scanning,it will on its frequency. 

Please program the priority channel via KG-UV6D programming software. 

Reverse Frequency 

When using the reverse frequency function, the transmitting and receiving frequencies of this transceiver 

will be interchanged together with all settings for crCSS/DCS and DTMF setting. 

How to set the reverse frequency: 

In standby, press CO to activate this funciton, while press CO again to switch it off. 
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Channel Mode Operation 
1. Activate/Inactivate Menu function 

2. Activate/Inactivate Reset function 

Please program above operations via Wouxun KG-UV6D programming software. 

Low Voltage Prompt 
When the batterypack is in low voltage, there will be voice prompt for the lower voltage, at this time, 

the backlight flashes every five seconds and the transceiver sounds out "click" to remind of being charged 

timely. 

Transmitting Overtime Prompt 
When the transmitting time is exceeding the preset time, there will be an alarm to remind of the overtime 

transmitting, and the transmitting will be paused, if you want to continue transmitting, please press PIT 

to resume transmitting. (Please see MENU15 about the Time-out timer TOn 

Channel 
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How to Operate 
Wire-clone Function 
1. Well install the battery into the source radio and the target radio, and then well connect the wire-

clone cable of these two radios. 

2. Turn ON the target radio. 

3. Press the MONI key of the source radio meanwhile turn ON. 

4. The RED light of source radio flashing, it means start copying the data. 

5. The GREEN light of target radio flashing, it means start receiving the data. 

6. After finishing copying, the RED and GREEN light of these two radios went off, and then return to the 

standby mode. 

Working with Repeater 
This series of transceiver is available to work with repeater both in Frequency mode and Channel mode, 

which is programmable through the key board and via the programming software. 

Please refer to the following steps about manual programming the channels to work with the Repeater. 

a. Set the transceiver work in the Frequency/VFO mode. (If the radio works in channel mode, please 

press r::lJ + C!!J key to switch to frequency mode.) 

b. Input the Receive frequency through the keyboard. (The Receive frequency of this transceiver is the 

Transmit frequency of Repeater.) 
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c. Set the related parameter you need for this frequency,like MENU 15-18 CTCSS/DCS, MENU23 

Offset frequency, MENU 24 Shift frequency direction and others. 

d. Memorize this frequency and the parameter into the specified channel by MENU 27. 

e. Repeating above settings to set the Transmitting Memory. 

» After setting the Offset frequency and the Shift frequency direction of receiving memory, you don't need 

to memorize the Transmit 

After above, the settings to work with repeater are successful. 

Switch the working mode to Channel mode, call out this specified channel you have memorized, the 

transceiver can join in the Repeater. 

For example, the Receive frequency of Repeater is 442.850MHz, the Offset frequency is 5.00MHz, 

the Shift frequency direction is "-", the T-CTCSS is 103.5Hz, the specified channel CH-20. Please 

see the steps as following: 

a. Power on the transceiver, and set it to work in Frenquecy mode. 

b. Press r::lJ + IlWI + r::lJ to set the Frequency step, and then press r::lJ to confirm, finally pressED 

to return to standby. 
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How to Operate 

c. Input the frequency 447850 through the keyboard, and program followings: 

» Press a + p + Il:D + a to select the desired power, and then press Q to confirm, finally 

press EliJ to return to standby. (Please refer to MENU 4 on Page 16) 

» Press 0+ I:i:3 + mY + ato select the desired CTCSS code 103.5Hz, and then press a to 

confirm, finally press _ to return to standby. (Please refer to MENU 16 on Page 23) 

» Press a + aJ + Il:D + Q to select the desired offset frequency 5.00MHz, and then press a to 

confirm, finally press _ to return to standby. (Please refer to MENU 24 on Page 35) 

» Press 0+ mJ + c::J + a to select the desired direction "-", and then press a to confirm, 

finally press _ to return to standby, (Please refer to MENU 25 on Page 35-36) 

» Press a + aJ + Cl + a to Memory channel, Press D / ~ key, rotate the channel encoder, 

or directly input 2 +0 through the keyboard to select the specified channel CH-20, and then press a 

to confirm, there is voice prompt "Receiving memory" (if the Voice guide is ON.). Finally press _ to 

return to standby. (Please refer to MENU 28 on Page 38-39) 

After above, the settings for memory channel to work with the repeater is done. 

If required editing the repeater's channel name, please press Q+ Dto switch the working mode to 

Channel mode. Select the specified channel CH-20, and press a + mJ + aJ + a to select 
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channel NAME displaying mode, press Q to confirm, press _ to return to standby. Then pressa 

+ aJ + ~ + a to edit the channel name. After finishing editing, press a to confirm, then finally 

press EliJ to return to standby. (Please refer to MENU 22 on Page 32-34 and MENU 27 on Page 37-38) 

How to Use the Intelligent Charger 
1. Insert the AC plug into the power grid socket (AC:90-240V), the indicator on the charger flashes, then 

the charger is in the charging standby mode. 

2. Insert the battery into the charger the RED lED is on ,which means that charging is on the progress. 

It will turn to GREEN when fully charged. 

NOTE & 
»When inserting the exhausted battery into the charger, it will pre-charge the battery in trickling mode, the 

RED light of charger flashes and lasts 10-20 minutes, then start normal charging with RED light keeping on, 
it will turn to GREEN when is fully charged. 

»Trickling charge the exhausted battery is to protect the Lithium-ion battery. 
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How to 0 erate 
Programming Guide 
1. Download, unzip and install the USB driver according to different PC operating system. 

2. Restart the computer, it shows that the driver is installed successfully. 

3. Download and unzip the corresponding programming software. 

4. Well connected the transceiver and computer with USB cable, then power on the transceiver. 

5. Read from the transceiver to check the connection. 

6. Set the desired data on the software, then write to the transceiver. 

NOTE .&. 
» The USB driver of Windows XP /2000 and Windows 7 & Vista is not compatible, please download the 

matching drivers according to your PC system. 

» If 'Failed Connection' displays when reading from the b"ansceiver, please re-check the first four steps as 

well as the communication ports. 
» Please note, once well done the first three steps, the com port will be selected automatically. However, as 

the different computer settings, sometimes you should re-set the com port, in this case, please select the 

correct com port from the device manager according to the port assignment. 
» If the connection is still failed. try to use another cable or another transceiver on another computer to 

double check. 

» For more details. kindly contact your nearest dealer. 
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Trouble Shooting 

Before confirmed the transceiver with real problems, kindly check the possible problems according to 

the following chart. If the problems come out all the time. Please RESET the transceiver, it will solve 

some incorrect operations. And, try to get some help from the experienced technician or contact your 

supplier. 

Problem Solution 
The transceiver can not be I. The battery may be exhausted, please change the new battery or 

powered on. re·charge it. 

2. The battery was not installed correctly, pis re·install. 

The battery life is too short I. The battery life is over, please change a new battery. 

to use. 2. The battery is not fully charged. 

The receiving light keeps I. Make sure that the volume is the highest. 

flashing, but there is no 2. Make sure that the CreSS/DCS settings are the same as the 

sound coming out. transmitting transceiver. 

It seems that the keyboard I. Make sure that the keypad is locked or not. 

does not work. 2. Make sure that the keys are not stuck. 
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Trouble Shooting 

Problem Solution 

In standby, the transceiver Make sure VOX function is ON or not, and its level is set too low or not. 
will transmit automatically 

even the PIT key is not 

pressed. 

Some functions can not Please confirm if the transceiver is working in channel mode, since some 

be stored normally. functions are ONLY set in channel mode via programming software. 

There are other disturbed Please change the CTCSS/DeS frequencies set in your group. 

signals or ncice( from other 

groups) in the channel. 
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Technical Parameter 

Appendix 1 

cress 
1 67.0 11 94.8 21 131.8 31 171.3 41 203.5 

2 69.3 12 97.4 22 136.5 32 173.8 42 206.5 

3 71.9 13 100.0 23 141.3 33 177.3 43 210.7 

4 74.4 14 103.5 24 146.2 34 179.9 44 218.1 

5 77.0 15 107.2 25 151.4 35 183.5 45 225.7 

6 79.7 16 110.9 26 156.7 36 186.2 46 229.1 

7 82.5 17 114.8 27 159.8 37 189.9 47 233.6 

8 85.4 18 118.8 28 162.2 38 192.8 48 241.8 

9 88.5 19 123.0 29 165.5 39 196.6 49 250.3 

10 91.5 20 127.3 30 167.9 40 199.5 50 254.1 
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Technical Parameter 

Appendix 2 

Des 
1 D023N 16 D074N 31 D165N 46 D261N 61 D356N 

2 D025N 17 D114N 32 D172N 47 D263N 62 D364N 

3 D026N 18 D115N 33 D174N 48 D265N 63 D365N 

4 D031N 19 D116N 34 D205N 49 D266N 64 D371N 

5 D032N 20 D122N 35 D212N 50 D271N 65 D411N 

6 D036N 21 D125N 36 D223N 51 D274N 66 D412N 

7 D043N 22 D131N 37 D225N 52 D306N 67 D413N 

8 D047N 23 D132N 38 D226N 53 D311N 68 D423N 

9 D051N 24 D134N 39 D243N 54 D315N 69 D431N 

10 D053N 25 D143N 40 D244N 55 D325N 70 D432N 

11 D054N 26 D145N 41 D245N 56 D331N 71 D445N 

12 D065N 27 D152N 42 D246N 57 D332N 72 D446N 

13 D071N 28 D155N 43 D251N 58 D343N 73 D452N 

14 D072N 29 D156N 44 D252N 59 D346N 74 D454N 

15 D073N 30 D162N 45 D255N 60 D351N 75 D455N 
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Des 
76 D462N 82 D516N 88 D606N 94 D645N 100 D723N 

77 D464N 83 D523N 89 D612N 95 D654N 101 D731N 

78 D465N 84 D526N 90 D624N 96 D662N 102 D732N 

79 D466N 85 D532N 91 D627N 97 D664N 103 D734N 

80 D503N 86 D546N 92 D631N 98 D703N 104 D743N 

81 D506N 87 D565N 93 D632N 99 D712N 105 D754N 
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Technical S ecification 

Frequency Range 

(can be suitable for different 

countries or areas): 

be updated wtthout prior notice. 
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Optional Accessories 

Six-way charger 1300mAh Li-ion batterypack 

:1I!"i"ii"ii~ 
cCiitri 

Car charger 

Headset 

Programming software 

Speaker/Mic 

136-174MHz &. 350-470MHz 
136-174MHz &. 420-520MHz 
144-148MHz &. 222-225MHz 
66-88MHz &. 400-480MHz 

"AA" batterypack Eliminator 

USB programming cable Wireclone cable 

Leather case 

#J~ 
(SL 16) (BNC) 

Antenna adapter 
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